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Terminal Block

Modular 12-circuit design can be cut into smaller
sections, or stacked end-to-end

Rugged nylon construction, UL 94V2

Insulation Material temperature rating 105 C (221 F)

Jumpers

Flat Slip-on

For Use With Flat Over Barrier Flat
Terminal Strip Slip-on Slip-on 12-Circu

Series (Inches) Cat. No. Cat. No. Cat. No

TG200 .437
TG1J2 TG1J1 —

—
TG100 .375

TG2J2 TG2J1
—TG300 .562 TG3J2 TG3J1

TG600 .625 TG6J6

Provides easy connection of multiple circuits

Center Spacing

Over Barrier
Slip-on

Quick Connects

Flat - None Flat - Flat

Allows fast, flexible circuit changes

For Use With
Terminal Stre

Series (Inches) Cat. No. Cat. No.
TG100 .187 x .020 TG1Q1 TG1Q2
TG200
TG300

.250 x .031 TG3Q1 TG3Q2

Tab Size Flat - FlatFlat - Non

Flat 12-Circuit

Accessories

TH Series Terminal Block

Wire Dimensions Dimensions
Electrical Range No. of (Inches () mm)
Ratings

20A/300V 22 - 18 12

30A/300V 22 - 14 12

22 - 10

20 - 8

Torque Cat. No.

TH-1012

TH-2012

TH-3512

TH-5012

35A/300V

50A/300V


